
SSUURREE  SSHHOOTT®® SSPPRRAAYYEERRSS

INSTRUCTIONS
RReeffiillllaabbllee,, rreeuussaabbllee.. EExxttrraa  vveerrssaattiillee..

PPrreessssuurriizzeedd  bbyy  ffrreeee  aaiirr

DDIIRREECCTTIIOONNSS  FFOORR  OOPPEERRAATTIINNGG  MMOODDEELL  ““AA”” SSPPRRAAYYEERRSS

11)) AALLWWAAYYSS  DDEEPPRREESSSSUURRIIZZEE  SSPPRRAAYYEERR  BBEEFFOORREE
RREEMMOOVVIINNGG  AANNYY  PPAARRTTSS.. The pressure may be let
out of the sprayer one of the two following ways:

a) Tip the sprayer upside down and depress the
trigger until no pressure is left. If some liquid
is left in the sprayer when you attempt this
procedure make sure you aim the nozzle at a
place where a little bit of liquid can be expelled.

b) Remove #122 black cap from filler cap and use
small probe to depress #121 valve core until all
the pressure escapes. NNOOTTEE:: Make sure the
sprayer is upright and the filler cap stem is
pointing away from you when depressing the
valve core.

22)) Remove the 15/16” hex filler cap once all the air has
been let out of the sprayer.

33)) Fill sprayer 2/3 full (32 ounce maximum liquid capac-
ity) with light, clean liquid. Make sure the liquid you
are putting into the sprayer is CLEAN and FREE OF
FOREIGN PARTICLES. See ACCESSORIES on
page 4 for liquid filling/measuring device.

NNOOTTEE:: AALLWWAAYYSS  CCHHEECCKK  WWIITTHH  YYOOUURR  CCHHEEMMIICCAALL
SSUUPPPPLLIIEERR  IIFF  YYOOUU  AARREE  NNOOTT  SSUURREE  OOFF  CCOOMMPPAATTIIBBIILLIITTYY..
RREEAADD  CCAAUUTTIIOONN  LLAABBEELL  OONN  SSPPRRAAYYEERR  BBEEFFOORREE  FFIILLLLIINNGG..

44)) Replace 15/16” hex filler cap and tighten.

55)) Charge sprayer with compressed air by holding
standard air chuck on valve stem of the filler cap.
Hold the air chuck on the filler cap until you hear the
line pressure equalize with the sprayer. Working
pressure is 80-150 psi. At least 80 psi is needed to
spray the full 32 oz. without a recharge of air.
TTHHEE  MMAAXXIIMMUUMM  PPRREESSSSUURREE  SSHHOOUULLDD  NNOOTT
EEXXCCEEEEDD  220000  PPSSII..

66)) The Model “A” sprayer is now ready to use.

77)) For best results, the liquid to be sprayed should be
lighter than a No. 10 motor oil. (If liquid is too heavy
a pin stream will result). DILUTE WITH A SUITABLE
DILUENT UNTIL DESIRED SPRAY IS OBTAINED.

CCAAUUTTIIOONN:: Never point the nozzle of sprayer toward
yourself or another person. Always point the nozzle
of the sprayer away from yourself and toward your
intended target before depressing the trigger.

TOP LOAD WITH
LIGHT LIQUIDS

MODEL A
32 OZ.

PRESSURIZE 
WITH AIR CHUCK

SPRAY
ANYWHERE

PPLLEEAASSEE NNOOTTEE:: NOZZLE IN THE OPERATING 
POSITION IS SET FOR REGULAR MIST. FOR PIN
STREAM, REMOVE THE #303 SPIRAL WITH 
NEEDLE NOSE PLIERS.

THE #118 FILLER CAP NOW COMES WITH A 
SPECIAL CHEMICAL RESISTANT VALVE CORE AND
USES A REGULAR RIGHT HAND THREAD.

AALLWWAAYYSS  DDEEPPRREESSSSUURRIIZZEE  TTHHEE  SSPPRRAAYYEERR  BBEEFFOORREE  RREEMMOOVVIINNGG  AANNYY  PPAARRTTSS
SSPPRRAAYYEERR  NNOOTT  RREECCOOMMMMEENNDDEEDD  FFOORR  UUSSEE  WWIITTHH  PPAAIINNTTSS

MMAAXXIIMMUUMM  PPRREESSSSUURREE  220000  PPSSII



MODEL A
#1000 - #1100 - #2000 - #2600

MODEL A
#1002 - #1102 - #2002 - #2170
#2305 - #2501 - #2602 - #7700

MODEL A
#6100 - #6102 - #6200 - #6202 - #6600 - #6602

TTHHIISS  UUNNIITT  IISS  EEQQUUIIPPPPEEDD  WWIITTHH  AA  PPRREESSSSUURREE  RREELLIIEEFF  VVAALLVVEE  ##446600.. TTHHEE  RREELLIIEEFF  VVAALLVVEE  HHAASS  BBEEEENN  PPRREESSEETT  AATT  TTHHEE  FFAACCTTOORRYY
TTOO  115500  PPSSII  --  118800  PPSSII  AANNDD  WWIILLLL  NNEEEEDD  NNOO  AADDJJUUSSTTMMEENNTT.. DDOO  NNOOTT  RREEMMOOVVEE  CCAAPP..

(2)

##115566
TTEEFFLLOONN  FFIILLLLEERR  CCAAPP

FFIITTSS  AALLLL  MMOODDEELL  ‘‘AA’’ SSPPRRAAYYEERRSS

OOPPTTIIOONNAALL  
##445500

(Replacement Parts for CO2
Pressure Charger Filler Unit)

156

156

156

121

118

121

121

118

118

RREEMMOOVVEE  ##330033  SSPPIIRRAALL  WWIITTHH
NNEEEEDDLLEE  NNOOSSEE  PPLLIIEERRSS  TTOO
PPRROODDUUCCEE  PPIINN  SSTTRREEAAMM..



PPAARRTT  ## DDEESSCCRRIIPPTTIIOONN

108 Inner Adaptor Washer

110 Valve

111 Valve Spring

114 Stuffing Box Packing

115 Stuffing Box Nut

116 Cotter Pin

117 Valve Trigger

118 Filler Cap Assembly
(incl. 120, 121, 122)

120 Filler Cap Gasket

121 GFLT - VITON Valve Core
(Right Hand Thread)

121T Teflon® Valve Core
(Left Hand Thread)

122 Black Cap

123 Clean Out Pick

*156 Filler Cap Assembly
with Teflon® Valve Core 
(incl. 120, 121T, 122) Please
Note: #121T has a Left Hand Thread

223 Spray Jet Spiral
(for 305)

302 Regular Spray Nozzle
(incl. 303)
Remove #303 with needle nose pliers to 
produce pin stream.

302-B Coarse Spray Nozzle
(incl. 303)

302-C Extra Fine Spray Nozzle
(incl. 303)

303 Spray Jet Spiral
(for 302, 302-B, 302-C)

305 Fine Spray Nozzle
(incl. 223)

307 Valve Seat Adaptor - Male

***307-C Valve Seat Adaptor - Female
1/8” NPT

***307 PT Valve Seat Adaptor - Male
1/8” NPT

309 Outer Adaptor Washer

451 Piercing Pin Assembly

452 Bulb Neck Washer

PPAARRTT  ## DDEESSCCRRIIPPTTIIOONN

453 Retaining Ring

456 Bulb Holder

460 Relief Valve - Complete

501 Flat Spray Nozzle

550 Flat Spray Nozzle
with 307-C Adaptor

567 Coarse Flat Spray Nozzle
with 307-C Adaptor

602 Plastic Adjustable Nozzle
with Adaptor

707 Extra, Extra Fine Spray Nozzle

771 Packing for 707 Nozzle 

772 Spring for 707 Nozzle 

773 Spiral for 707 Nozzle 

774 Insert for 707 Nozzle 

* The #156 filler cap assembly enables you to tighten
without a wrench. Just hand tighten using the pins
protruding from the 15/16” hex. It also has a Teflon®

valve core (#121T). Please Note: #121T has a Left
Hand Thread.

*** The #307-C and #307 PT can be used in place of
the #307 adaptor when the need to adapt to pipe
thread fittings is necessary.

EEXXTTEENNSSIIOONNSS

304 Nozzle Extension Washer (for 325 & 335)

320 3” Extension with Sprayhead

325 6” Nozzle Extension - Rigid Brass
(for 302/302B/302C/501)

338 6” Nozzle Extension - Rigid Brass
(for 305/550/567/602/707)

335 12” Nozzle Extension - Flexible Brass
(for 302/302B/302C/501)

339 12” Nozzle Extension - Flexible Brass
(for 305/550/567/602/707)

337 12” Plastic Pin Stream Extension

344 3” Long Hypodermic Tube Extension

345 3” Extension with Pin Stream Head

(3)



RREEPPAAIIRR  PPRROOCCEEDDUURREESS

The following is the correct order and way to
remove and replace all the parts on your Model “A”
Sprayer.

aa)) AALLWWAAYYSS  DDEEPPRREESSSSUURRIIZZEE  SSPPRRAAYYEERR  BBEEFFOORREE
RREEMMOOVVIINNGG  AANNYY  PPAARRTTSS.. (See page 1, #1)

bb)) Remove 15/16” hex filler cap. (See page 1, #2)

cc)) Take a pliers and remove the #116 cotter pin from
the #117 trigger.

dd)) Remove the #117 trigger.

ee)) Remove 1/2” hex nozzle from the #307 adaptor, or if
your sprayer has no adaptor, remove 9/16” hex
nozzle from the front of the sprayer.

ff)) If your sprayer has a #307 adaptor, remove the 9/16”
hex #307 adaptor from the front of the sprayer.

gg)) Remove the 3/8” hex #115 stuffing box nut.

hh)) Remove the #110 valve. Note that the #111 spring is
assembled to the #110 valve.

ii)) You will destroy the #114 by removing it. Be careful
not to damage the inside threads when removing the
#114. #114 stuffing box packing may be removed by
taking a small thin straight edge screwdriver and
working the #114 stuffing box packing loose.

jj)) All the removable parts are now off of your Model
“A” Sprayer.

kk)) To reassemble start by taking a #114 and placing it
into the position you just removed it from. Take #115
and just hand start thread.

ll)) Take #111 valve spring and assemble it to #110
valve, place whole assembly into sprayer.

mm)) Take a #108 washer and assemble to adaptor. Take
assembly and push face of #110 back into sprayer
until you can hand start thread. Tighten 9/16” hex
adaptor until washer is seated.

nn)) Snug 3/8” hex #115 stuffing box nut. Do not over-
tighten.

oo)) Replace #117 trigger. Line up holes in trigger with
hole in back of #110 valve. Insert #116 cotter pin,
bend with pliers.

pp)) Press down on #117 trigger and apply a drop or two
of lubricant to the valve stem of the #110 at the rear
of the #115 stuffing box nut. Tilt the sprayer so that
the lubricant runs into and around the #115.

qq)) Take 1/2” hex nozzle and #309 washer and assem-
ble to 9/16” hex adaptor. Tighten.

rr)) Replace 15/16” hex filler cap. Tighten.

ss)) Pressurize sprayer. (see page 1, #5).

tt)) Check for leaks.

Partial and Complete Repair Kits can be ordered for all
Model “A” sprayers. The following is the list of Kit
Numbers and there corresponding Model Numbers.

RREEPPAAIIRR  KKIITTSS

K5 Partial Repair Kit - contains 108, 110,
114, 116, 120, 121, 302, 309 for Models
1000-1100-2000-2600-6100-6200-6600

K10 Complete Repair Kit - contains 108,
110, 111, 114, 115, 116, 117, 118, 302,
307, 309 for Models 1000-1100-2000-
2600-6100-6200-6600

K300 Nozzle Assortment Kit - contains 302-B,
302-C, 305, 501, 602

K5-602 Partial Repair Kit for 1002-2002-2602-
6102-6202-6602

K10-602 Complete Repair Kit for 1002-2002-
2602-6102-6202-6602

K5-302B Partial Repair Kit for 2170

K10-302B Complete Repair Kit for 2170

K5-305 Partial Repair Kit for 2305

K10-305 Complete Repair Kit for 2305

K5-501 Partial Repair Kit for 2501

K10-501 Complete Repair Kit for 2501

K5-707 Partial Repair Kit for 7700

K10-707 Complete Repair Kit for 7700

AACCCCEESSSSOORRIIEESS

450 CO2 Pressure Charger Filler Unit

455 CO2 Pressure Chargers

P07362 Filling/Measuring Device 32
ounce capacity - Heavy Duty
Polyethylene Container with
brass mesh screening
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CCLLEEAANNIINNGG  TTHHEE  ##111100  VVAALLVVEE

1) AALLWWAAYYSS  DDEEPPRREESSSSUURRIIZZEE  SSPPRRAAYYEERR  BBEEFFOORREE
RREEMMOOVVIINNGG  AANNYY  PPAARRTTSS.. (See page 1, #1)

2) Remove filler cap assembly.

3) Remove nozzle and adaptor and clean.

4) The face of the #110 valve is now visible. The face
should be clean and clear of all particles. You
should see a circular depression caused by the
back of the adaptor. This depression should be
clean and clear of all debris also.

5) Replace adaptor and washer. Tighten.

6) Depress #117 trigger several times to reset seal
between face of #110 valve and the back of
adaptor.

7) Replace cleaned nozzle and washer. Tighten.

8) Replace filler cap assembly. Tighten.

9) Pressurize sprayer. (See page 1, #5)

10) If leak persists, replace #110 valve.

CCLLEEAANNIINNGG  TTHHEE  NNOOZZZZLLEE

1) AALLWWAAYYSS  DDEEPPRREESSSSUURRIIZZEE  SSPPRRAAYYEERR  BBEEFFOORREE
RREEMMOOVVIINNGG  AANNYY  PPAARRTTSS.. (See page 1, #1)

2) Remove nozzle from operating position leaving
adaptor in place.

3) Using a needle nose pliers, remove spiral from
nozzle.

4) Rinse both nozzle and spiral with cleaner.

5) Make sure the nozzle orifice hole and the spiral
grooves are clean and clear of all dirt before putting
back together.

6) Put spiral back into nozzle and reassemble includ-
ing washer. Tighten.

7) If nozzle still does not spray correctly it may need to
be replaced.

PPRROOBBLLEEMM:: SSPPRRAAYYEERR  WWIILLLL  NNOOTT  SSPPRRAAYY  AATT  AALLLL
Reason/Solution

A) Sprayer is completely full of liquid. Only fill sprayer
2/3 full (32 ounces).

B) No air pressure. Pressurize.

C) Nozzle completely clogged. Clean or replace nozzle.
(See Cleaning the Nozzle above)

PPRROOBBLLEEMM:: PPIINN  SSTTRREEAAMM  OONNLLYY
Reason/Solution

A) Liquid too thick. Thin until sprayable. Consult your
liquid supplier for correct thinning procedures.

B) Too little air pressure. Must have a minimum of 80 psi.

C) Pin stream nozzle is in the operating position.
Replace with spray nozzle.

D) The spiral is missing from spray nozzle. Replace the
spiral.

PPRROOBBLLEEMM:: LLEEAAKKSS  FFRROOMM  ##111155  SSTTUUFFFFIINNGG  BBOOXX  NNUUTT
Reason/Solution

A) #115 stuffing box nut loose. Tighten #115 1/16th of a
turn and apply a drop or two of lubricant to the #110
valve stem at the rear of the #115. Tilt the sprayer so
that the lubricant runs into and around the #115.
Depress trigger to work in oil.

(B) Worn 114. Replace.

PPRROOBBLLEEMM:: SSTTUUCCKK  OORR  DDRRAAGGGGIINNGG  TTRRIIGGGGEERR  AACCTTIIOONN
Reason/Solution

A) #115 stuffing box nut is too tight. Loosen #115 nut
1/16th of a turn and apply a drop or two of lubricant
to the #110 valve stem at the rear of the #115. Tilt
the sprayer so that the lubricant runs into and
around the #115. Depress trigger to work in oil.
Retighten for proper action.

PPRROOBBLLEEMM:: FFIILLLLEERR  CCAAPP  WWOONN’’TT  AACCCCEEPPTT  AAIIRR
Reason/Solution

A) Dirty or damaged filler cap. Replace.

PPRROOBBLLEEMM:: LLEEAAKKSS  FFRROOMM  TTOOPP  OOFF  FFIILLLLEERR  CCAAPP
Reason/Solution

A) Filler cap has been damaged. Replace.
B) #121 is loose. Tighten.
C) #121 is worn. Replace.

PPRROOBBLLEEMM:: LLEEAAKKSS  FFRROOMM  BBOOTTTTOOMM  OOFF  FFIILLLLEERR  CCAAPP
Reason/Solution

A) #120 gasket is missing or dirty. Replace.

PPRROOBBLLEEMM:: LLEEAAKKSS  FFRROOMM  NNOOZZZZLLEE
Reason/Solution

A) Dirty or worn face on #110 valve. (See Cleaning the
#110 valve at left)

(B) #115 stuffing box nut is too tight. See stuck or   drag-
ging trigger action above.

TROUBLE SHOOTING
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WWAARRNNIINNGG              **                      WWAARRNNIINNGG                **                WWAARRNNIINNGG  

Sprayer Units returned to the factory containing AANNYY  LLIIQQUUIIDDSS will be returned to sender at their expense.

WWAARRRRAANNTTYY

SURE SHOT® SPRAYERS, Parts and Accessories are guaranteed against defective materials and workmanship
under normal conditions of use and service for a period of ninety days from date of sale to the consumer or nine
months from date of shipment from the factory, whichever transpires first. The obligation of the Company (Milwaukee
Sprayer Mfg. Co., Inc.) shall be limited to repairing or replacing any sprayer, part or accessory which is found by the
Company to be defective, provided that a written claim covering such defect is submitted within the warranty period.
The Company shall in no event be liable for consequential damages arising out of a defect or failure in any sprayer,
part or accessory, or for any loss arising from the use or resale of any such    materials, the Company’s liability being
limited to repair or replacement of defective components as aforesaid. This warranty shall not apply to defects result-
ing from accident, alterations, abuse or misuse, including the use of solutions containing ammonia in any Sure Shot®

Sprayer. Although it shall be the policy of the Company to be liberal in making adjustments, the settlement of claims
regarding product defects will be governed by the provisions of this warranty. No other warranty, expressed or
implied, is made by Milwaukee Sprayer Mfg. Co., Inc. with respect to any sales or products referred to herein.

Suspect defective sprayers should be returned to the factory for examination. All sprayers returned to the
factory for examination and/or repair must be sent to the address shown below with transportation
charges prepaid. If the defects are covered by the above warranty, the least expensive inbound and
outbound transportation charges in connection with repairing or replacing such defects will be borne
by the factory. All returned repairable sprayers not covered by the warranty will be reconditioned in
accordance with the following schedule of reconditioning charges.

FFAACCTTOORRYY  RREECCOONNDDIITTIIOONNIINNGG  AAVVAAIILLAABBLLEE  FFOORR  ““SSUURREE  SSHHOOTT””
MMOODDEELL  ““AA”” SSPPRRAAYYEERRSS.. CCAALLLL  FFOORR  CCUURRRREENNTT  PPRRIICCIINNGG..

PPLLEEAASSEE  NNOOTTEE:: WWEE  WWIILLLL  NNOOTT  AACCCCEEPPTT  AANNYY  SSPPRRAAYYEERRSS
CCOONNTTAAIINNIINNGG  LLIIQQUUIIDD.. SSPPRRAAYYEERRSS  SSEENNTT  IINN  FFOORR  FFAACCTTOORRYY
RREECCOONNDDIITTIIOONNIINNGG  MMUUSSTT  BBEE  NNOOTTEEDD  OONN  PPAAPPEERRWWOORRKK..

MILWAUKEE SPRAYER MFG. CO., INC.
N90 W14337 COMMERCE DRIVE    MENOMONEE FALLS, WISCONSIN 53051

(262) 437-0330 • TOLL FREE: 800-558-7035 (including Canada) • FAX: (262) 437-0100

EMAIL: sureshot@execpc.com  •  WEBSITE: www.sureshotsprayer.com

MODEL A-1


